Dependent-load latency (cycles)
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Overview

800 -

—&— 128B, stride 128 B
== 128B, stride 256 B
—— 2568, stride 128 B default, stride 128 B
—— 2568, stride 256 B —8— default, stride 256 B

—— 64B, stride 128 B
—ll— 648, stride 256 B

100

50
mode = 128B
mn
800 ~ Qo
O
>
L
>
600 A &
g
©
—@— stride 128 B -
400 T =@— stride 256 B
100 200 300 400
Footprint (MiB)
mode = default
800 -
600 A
—@— stride 128 B
400 A —o— stride 256 B
100 200 300 400
Footprint (MiB)
stride = 128 B
mn
800 A Qo
[
>
L
>
600 A e
- 1288 |9
~0— 256B S
- 64B
400 . —@— default
100 200 300 400

Footprint (MiB)

200 250 400

150 300 350
Address-span footprint (MiB)
mode = 256B mode = 64B
800 - < 800 A
O
>
L
600 - C 600 -
C
g
©
—@— stride 128 B - —@— stride 128 B
400 A —@— stride 256 B 400 ~ ~@— stride 256 B
100 200 300 400 100 200 300 400
Footprint (MiB) Footprint (MiB)
stride = 256 B
—— 128B
—0— 256B
—i— 64B
800 - —@— default
600 -
400 A
100 200 300 400

Footprint (MiB)



